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Airway Management
Standard Tracheostomy Tubes

Material specifications

Standard Tracheostomy Tubes

Tube Shaft	 Polyvinyl chloride 

Neck Flange	 Polyvinyl chloride 

Cuff 	 Polyvinyl chloride 

Inflation Line  	 Polyvinyl chloride 

Valve	 Polyvinyl chloride,  
	 Nitril and Stainless Steel

Obturator 	 Low Density Polyethylene 

Swivel Connector 	 Polypropylene 

Radiopaque line	 Barium Sulphate

Length

REF I.D. Size
(mm)

O.D. Size 
(mm)

CLL 
(mm)

A 
(mm)

B 
(mm)

C 
(mm)

Bending Angle 
Θ

CRD 
(mm)

SPU 
(pcs)

TT with HVLP Cuff

Contents: Tracheostomy Tube with Obturator and neckstrap

MM62525060 6.0 8.0 64.0 25.5 0 38.5 95° 18 5

MM62525070 7.0 9.3 70.0 29.2 0 40.8 95° 23 5

MM62525080 8.0 10.7 81.0 35.5 0 45.5 95° 26 5

MM62525090 9.0 12.0 87.0 39.9 0 47.1 95° 29 5

MM62525110 10.0 13.3 95.5 48.4 0 47.1 95° 29 5

TT Plain (without cuff)

Contents: Tracheostomy Tube with Obturator, neckstrap and decannulation cap

MM62545030 3.0 4.1 42.0 15.0 0 27.0 95° - 5

MM62545035 3.5 4.8 47.0 17.0 0 30.0 95° - 5

MM62545040 4.0 5.4 54.0 18.0 0 36.0 95° - 5

MM62545045 4.5 6.1 54.0 19.0 0 35.0 95° - 5

MM62545050 5.0 6.7 57.0 20.0 0 37.0 95° - 5

MM62545060 6.0 8.0 64.0 25.5 0 38.5 95° - 5

MM62545070 7.0 9.3 70.0 29.2 0 40.8 95° - 5

MM62545080 8.0 10.7 81.0 35.5 0 45.5 95° - 5

MM62545090 9.0 12.0 87.0 39.9 0 47.1 95° - 5

MM62545100 10.0 13.3 95.5 48.4 0 47.1 95° - 5

CRD: Cuff Resting Diameter; CLL: Center Line Length
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Airway Management
Standard Tracheostomy Tubes (TT)

Unomedical TT
The new generation in standard tracheostomy

The new generation of Unomedical Standard 
Tracheostomy Tubes has been developed in order 
to exceed even the highest clinical prospects 
expected from Tracheostomy Tubes for standard 
applications today.

All Unomedical TT include a variety of specifications 
increasing patient safety as well as improving ease 
of use, e.g. by default all adult tubes are equipped 
with tapered tips for eased insertion using 
percutaneous techniques.

Atraumatic transition
An extremely soft cuff to 
shaft transition provides 
atraumatic insertion and 
removal.

Thermosensitive and transparent design
The clear, transparent design provides easy 
detection of  tube soiling. 

Thermosensitive PVC provides sufficient stiffness 
during insertion and softens at body temperature, 
adapting to patient airway anatomy.

Full X-ray visibility
An integrated radiopaque line 
facilitates verification of tube 
positioning.

Effective Seal
Thin walled and barrel 
shaped High Volume 
Low Pressure (HVLP) cuff 
for gentle and effective 
sealing also with high 
ventilation pressures

Gentle adaption to  
patient anatomy
The soft and thin neck flange 
adapts easily to the movements 
of the patient’s head and helps 
minimising irritation.

Suitable for percutaneous insertion
The tapered distal tip* and the smooth cuff 
to shaft transition reduces insertion force 
and traumatization when using percutaneous 
tracheostomy techniques.

* available from size 6 to 10 (mm ID)

Unomedical Colour  
Coding System
Colour coded 15 mm connector 
provides quick and easy 
identification of the correct 
suction catheter size, for 
prevention of alveolar collapse, 
hypoxemia and desaturation.

A wide range of solutions
Unomedical Standard Tracheostomy Tubes are 
available with or without High Volume Low 
Pressure (HVLP) cuff in a wide variety of sizes.

All TT are supplied with a preloaded obturator and 
a neckstrap. A decannulation cap is also provided 
together with the uncuffed TT versions.

Reduced risk for displacement
An integrated swivel on the 15 mm 
connector reduces the torque and pull 
from circuits and minimises the risk of 
displacement and associated trauma.

Easy identification and traceability
Pilot ballon with tube size in mm ID and 
control number, fills responding to the 
cuff and clearly indicates fill status.

TT HVLP

TT Plain


